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The Euro Sub-racks supplied by ELBY Designs require an 8mm to 10mm M3 fixing screw
when securing a 2.5mm front panel such as those used in the Panther series.

In the picture above you can see a 2.5mm front panel secured to one of the sub-rack rails.
The distance from the front of the panel to the rear of the fixing slot is 11mm while the
distance from the front panel to the front edge of the tapped strip is 6mm.

For more permanently fixed systems, the user can use standard M3 screws or bolts. For
users that require the ability to be able to regular move or replace modules we recommend
the use of our thumbscrews. These have an enlarged, knurled end suitable for improved
finger grip. In addition, the head of the screw has a screwdriver slot.

M3 Thumbscrew

The Construct-A-Rack series offers both M3 and M2.5 tapped strips and thumbscrews with
the M3 family being that used by most other euro-modular manufacturers.

ELBY Designs now ships all its modules with M3 Thumbscrews for use with our Construct-
A-Rack family and M3 x 6mm for Doepfer and equivalent sub-racks
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Retentive Thumbscrews

ELBY Designs module panels incorporate a slotted mounting hole which is designed to
accept a plastic bush for use with Thumbscrews. These bushes provide a retention feature
that allows the Thumbscrew to be undone, for module removal, without the Thumbscrew
being completely removed from the module.

Our standard bush works with M3 but we are also able to supply ones to suit M2.5
Thumbscrews.
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